
Connector Blocks / Connector Blocks

200A 1x6 Way 70mm Connector Block SP

Product Code CB9

Feature 1 Black phenolic urea

Feature 2 Easy knock out entries

Feature 3 Lids can be sealed for

security

Feature 4 Conforms to BS

EN60999-1 & BS

EN60999-2

Barcode 5012739616853

CE Y

Colour Black

Company DUNS Number 216156018

Country of Origin China

Current (I) 200

Finish body Natural smooth
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Greenbrook Guarantee (Years) 1

HS Code 8536901000

Ingress Protection (IP) IP20

Installation method Surface

Materials Main Body Urea Phenolic

Min Order Qty 1

No of Poles Single

Operating Temperature Range max C 40

Operating Temperature Range min C -10

Package Product Max. Length (mm) 132

Package Product Max. Height (mm) 65

Package Product Max. Width (mm) 70

Package Product Weight gross (g) 612

Product (only) Max. Depth (mm) 55

Product (only) Max. Height (mm) 125

Product (only) Max. Width (mm) 64

Product Weight net (g) 585

Sales Pack Qty 1

StatusCode Active

Torque Setting 3.5 NM

UKCA Y

Voltage (VAC) MAX (V) 240

Voltage (VAC) Min (V) 220

Voltage (VAC) Rated (V) 230
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