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I.D. 22645CERTIFICATE NO. 9277
CABLECRAFT COMPANY

DESCRIPTION:
G-Type zero halogen markers are made from self-extinguishing material. Available in 5 sizes to 
cover cables up to 50mm2. The gusseted design enables them to fit over a wide range of cable 
diameters while the chevron cut ensures the marks stay aligned. Supplied loose in boxes.

APPLICATIONS:
Suitable for applications that require low fire hazard properties such as public buildings, mass 
transit, rail trackside and signalling and the underground. 

AVAILABLE MARKS:

PART NUMBERS:

COLOUR OPTIONS: Black on Yellow

SPECIFICATION:

MATERIAL: Zero-Halogen, Cadmium and Silicone Free Compound.

SERVICE TEMPERATURE RANGE: -45˚C to +70˚C

CHEMICAL RESISTANCE: Sea water, detergents 10% aqueous, fuels, oils, white and industrial spirit.

MARKER 
PART NO. (BOXES)

FOR CABLE
DIA. (mm)

MARKER
LENGTH (mm)

FOR CABLE*
SIZE (mm2)

BOX 
QTY

APPLICATOR
PART NO.

ELG3/10 1.4 - 2.5 3 - 1000 1251

ELG3/20 2.0 - 3.5 2 1.0 - 2.5 1000 1252

ELG4/10 3.0 - 6.0 4 1.5 - 6.0 500 1254

ELG6/10 5.0 - 9.5 6 10.0 - 25.0 250 1256

ELG6/20 8.0 - 12.5 6 25.0 - 50.0 250 1256

* BS6004/BS6231              

In Black on Yellow (B/Y) to to

Rail 

Approved
RALFH

Low Fire

Hazard

FLAMMABILITY: LOI 42%, UL94V-0 Rated Material FT1 > 350˚C


