
DESCRIPTION:
Cablecraft Conta-Connect rail mounted terminal range and accessories are ideal for cable sizes 
from 2.5mm2 to 95mm2. They are tested, approved and comply with (IEC) and European (EN) 
standards. Conta-Connect feed-through terminal blocks are suitable for both top hat 35mm or 
32mm G rail mounting.

MATERIAL: Polyamide PA 6.6 UL94 - V2.

SPECIFICATION: HF
Halogen

Free

PART NUMBERS:

* Part numbers with /35 are suitable for 35mm ‘top hat’ rail ONLY.

RATING 
VOLTAGE/CURRENT

RK 2.5-4 BEIGE 800/32 0.2-4/22-12 1

RK 2.5-4/35 GREY* 800/32 0.2-4/22-12 1

RK 2.5-4/35 BROWN* 800/32 0.2-4/22-10 1

RK 2.5-4/35 BLACK* 800/32 0.2-4/22-10 1

RK 2.5-4 BLUE 800/32 0.2-4/22-10 1

RK 6-10 BEIGE 800/57 0.2-10/22-6 1

RK 6-10/35 GREY* 800/57 0.2-10/22-6 1

RK 6-10/35 BROWN* 800/57 0.2-10/22-6 1

RK 6-10/35 BLACK* 800/57 0.2-10/22-6 1

RK 6-10/35 BLUE* 800/57 0.2-10/22-6 1

RK 16 BEIGE 800/76 2.5-16/10-4 1

RK 16 GREY 800/76 2.5-16/10-4 1

RK 16 BROWN 800/76 2.5-16/10-4 1

RK 16 BLACK 800/76 2.5-16/10-4 1

RK 16 BLUE 800/76 2.5-16/10-4 1

RK 35 BEIGE 800/125 2.5-35/12-2 1

RK 50 BEIGE 1000/150 16-50/1/0-6 1

RK 95 BEIGE 1000/232 50-95/4/0-2 1

PART NO. IEC CONDUCTOR mm2/AWG PACK QTY

RK 2.5 BEIGE 800/24 0.2-2.5/22-12 1

RK 2.5 BLUE 800/24 0.2-2.5/22-12 1
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Cablecraft House, Circle Business Centre, Blackburn Road, Houghton-Regis, Bedfordshire, LU5 5DD.
Phone: 01582 606033 • Fax: 01582 606063 • Email: sales@cablecraft.co.uk • Web: www.cablecraft.co.uk
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