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THREE PHASE FAN
CONNECTED TO A 415V COIL D.O.L. STARTER

THREE PHASE FAN
CONNECTED TO A STAR / DELTA STARTER

THREE PHASE FAN
CONNECTED TO A 1.4 or 4.0  AMP AUTO

TRANSFORMER SPEED CONTROLLER

RMV 355-34
RMV 450-34

RMV 355-36
RMV 450-36
RMV 500-36
RMV 560-36
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FAN ISOLATOR

415 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

N.B. Links between terminals
1 to A1, 5 to 95 and 24 to 96

must be fitted.

23

A2

24

A1

L L

53

64

LE

1

2

E
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FAN ISOLATOR

N

23

A2

24

95

96

A1

L2L1E

3

4

1

2

E

3 Phase Supply
(380-415V 50Hz).
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240 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

N.B. Links between terminals
1 to A1, 5 to 95 and 24 to 96

must be fitted.

RMV 355-34
RMV 450-34

RMV 355-36
RMV 450-36
RMV 500-36
RMV 560-36
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FAN ISOLATOR

RMV 500-34
RMV 560-34

STAR / DELTA Starter with current overload
protection and a 415 volt coil.

STAR / DELTA
STARTER 2 4 6
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(380-415V 50Hz).

4

3

2

1

6

5

L2L1 L3

E

79

81012

11

W2 U2 V2

U1 V1 W1

NOTE: SIZES 500/560-34
must be wired

STAR / DELTA. There should
be a 5 second delay before

it switches between
STAR / DELTA.

RMV 355-34 RMV 355-36
RMV 450-36

E

2

1

4 6

3 5

FAN ISOLATOR

415 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

N.B. Links between
terminals

1 to A1, 5 to 95 and 24
to 96 must be fitted.
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3 Phase Supply
(380-415V 50Hz).
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3 Phase Auto
Transformer

Speed Controller.
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THREE PHASE FAN
CONNECTED TO A 240V COIL D.O.L. STARTER

21 3

SINGLE PHASE FAN
CONNECTED TO A D.O.L AND 2.5

AMP ELECTRONIC SPEED CONTROLLER

SINGLE PHASE FAN
CONNECTED TO A D.O.L. STARTER

SINGLE PHASE FAN
CONNECTED TO A D.O.L STARTER AND A 3.0 AMP

ELECTRONIC SPEED CONTROLLER

1 Phase Supply
(220-240V 50 Hz).

RMV 200-14
RMV 280-14
RMV 355-14

N.B. Links between
terminals 1 to A1, 3

to 6, 5 to 95 and
24 to 96 must be FITTED

240 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

RMV 355-16
RMV 450-16
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L1

Sensor Switch
rated for 2.5A

(inductive) min.
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2.5 amp Electronic
Speed Controller.
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42 6

1 3 5

2395

96 24

A1

A2

E

N EL

L N

LN E

E

E

2

1

4 6

3 5

L
N

E

1 Phase
Electronic

Speed Controller

103 03 103A

TPNL TP L2N1 L1 Fu
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1 Phase Supply
(220-240V 50 Hz).
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L N E

1 Phase Auto
Transformer

Speed Controller.

103 14 103

EEL2 N1

Fu
se L1 N

240 Volt D.O.L.
Starter

A suitable sized
overload relay must
be fitted to provide
motor protection.
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96 24
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E

N EL

1 Phase Supply
(220-240V 50 Hz).

N.B. Links between
terminals 1 to A1, 3

to 6, 5 to 95 and
24 to 96 must be FITTED

240 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

RMV 200-14
RMV 280-14

RMV 355-16
RMV 450-16

N.B. Links between
terminals 1 to A1, 3

to 6, 5 to 95 and
24 to 96 must be FITTED

240 Volt D.O.L. Starter
A suitable sized

overload relay must be
fitted to provide motor

protection.

SINGLE PHASE FAN
CONNECTED TO A D.O.L STARTER AND A 3.0 AMP

AUTO TRANSFORMER SPEED CONTROLLER

RMV 200-14
RMV 280-14

RMV 355-16
RMV 450-16

N.B. Links between
terminals 1 to A1, 3

to 6, 5 to 95 and
24 to 96 must be FITTED
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1 Phase Supply
(220-240V 50 Hz).

FAN ISOLATOR

FAN ISOLATOR

FAN ISOLATOR FAN ISOLATOR

NOTE: In all cases current overload
protection must be included.

NOTE: In all cases current overload
protection must be included.
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