HC85V

OIL-FREE

80 L COMPRESSOR

ergonomic transport handle

* 1600 W engine, oil-free and low-maintenance
* Vertical 80 litre vessel

OIL-FREE

HC85V

EXAMPLES OF USE

SUITABLE FOR

* Max. working pressure of 14 bar

* Two quick couplings allow a rapid tool change

« Thanks to its vertical construction, it doesn’t require as much space as

conventional compressors
¢ Travel fixture for easy transport

« Suitable for nearly all compressed air tools, such as tyre inflators, blow-out

pistols and many more

Compact design - vertical-
means less space is needed

LOGISTICAL DATA

Wheels (standard)

SPECIFICATIONS

Weight net / gross 44 /47 kg Dimensions L x W x H 426 x 516 x 983 mm
Packaging dimensions 445 x 550 x 1044 mm Vessel size 80L

Article number 5906151901 Operating pressure max. 14 bar

Barcode 4046664154235 Intake capacity 330 L/min

20 Container 100 pcs Sound level 97 dB(A)

40 Container 210 pcs Motor 230 V~/ 50 Hz

40 HQ Container 250 pcs Input 1600 W
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Nailing/ Compressed air

stapling impact wrench
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Paint spray gun
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Tyre Compressed air
inflation ratchet
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Compressed air

rotary sander Sandblasting gun

14 bar operating pressure means 75% more tank

pressure. Easy inflation of lorry tyres.

Traditional manufacturers

PRODUCT DETAILS

Suitable for heavy-duty require-
ments - such as filling truck tyres

14 bar operating pressure

Transportable

Space-saving

o

2 pressure gauges

2 quick coupling

80 | vessel size

Suction capacity 330 I/min
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Low-maintenance

Oil-free

Due to the low-maintenance machine characteristics,
up to 80% longer running time is achieved.
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