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LUBRICATED

EXAMPLES OF USE
SUITABLE FOR

Paint  
spray gun

Tyre  
inflation

Compressed air 
ratchet

Nailing / 
stapling

8 bar working pressure Suction capacity 220 l/min

Oil-free 24 L vessel size

Transportable Low-maintenance

PRODUCT DETAILS

Air blow 
gun

It is the perfect compressor for modest  
demands such as tyre inflation or air-blowing. 

SPECIFICATIONS
Dimensions L x W x H 560 x 310 x 570 mm
Tank capacity 24 L
Operating pressure max. 8 bar
Intake capacity 220 L/min
Sound level 93 dB(A)
Motor 230 V~ / 50 Hz
Input 1500 W

LOGISTICAL DATA
Weight net / gross 21 / 22.9 kg
Packaging dimensions 580 x 250 x 580 mm
Article number 5906135901
Barcode 4046664072980
20 Container 340 pcs
40 Container 720 pcs
40 HQ Container 720 pcs

Transport handle

Wheels 
(standard)

Quick-
release 
coupling

24 L COMPRESSOR
• Tank capacity 24 L
• Max. 8 bar vessel pressure
• Oil lubricated pump
• Pressure gauge and quick-release coupling for regulated working  pressure
• With wheels for easy manoeuvrability
• Includes 230 ml DAB46 compressor oil

Pressure gauge
8 bar

360°

Thanks to its compact design, the HC26 is perfect  
for use in confined spaces.

The quick-coupling ensures fast tool replacement.  
The pressure gauge shows the tank pressure.

Thanks to its wheels and the ergonomic transport  
handle, the HC26 is also ideal for mobile use.


