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Compact 8TCompact 8T ELECTRIC

Height of only 990 mm 
in storage position

Wide range of uses because  
work table can be swivelled

7.95 T METRE LOG SPLITTER
•	 Powerful splitting force of 7.95 tonnes
•	 Patented splitting technique – the only log splitter in Europe  

under 8 tonnes that can split metre logs
•	 GS-certified
•	 Powerful motor of max. 3500 W (400 V~)
•	 Its compact design makes it easy to store 

Machine height of only 99 cm in retracted position
•	 Drift-free and tilt safe construction
•	 Tilting table
•	 Log catching bar on both sides
•	 Splits hard or soft wood with a length of up to 1070 mm effortlessly 

and reliably
•	 Max. log diameter: 350 mm
•	 Two large transport wheels 
•	 Vario system for adjustable splitting stroke

SPECIFICATIONS
230 V~ 400 V~

Dimensions L x B x H 850 x 900 x 990/1465 mm
Dimensions base plate 366 x 356 x 50 mm
Splitting power max. 7.95 t
Splitting length min. – max. 680 – 1070 mm
Wood diameter min. – max. 80 – 350 mm
Splitting speed max. feed  3.2 cm/s 5.5 cm/s
Splitting speed max. return 16 cm/s 17 cm/s
Working pressure 210 bar
Cylinder stroke 485 mm
Oil capacity 4.8 L
Motor 230 V~ / 50 Hz 400 V~ / 50 Hz
Engine power 3150 W 3500 W

LOGISTICAL DATA
230 V~ 400 V~

Weight net / gross 125 kg / 135.5 kg 126 kg / 137.5 kg
Article number 5905419901 5905419902
Barcode 4046664128526 4046664123293
20 container 78 pcs
40 container 168 pcs
40 HQ container 162 pcs

PRODUCT DETAILS
Log diameter Log size Adjustable splitting system Tested safety

Powerful splitting Compact design Patented splitting technique Unique in its class

2 power settings

Eu
rop

e’s only 

under 8 tmetre-long log splitte
r 

Worldwide patented 

splitting 
technique

max 350 mm

7,95 t

st
ep

pl
es

s

99
0 

m
m

Eu
rop

e’s only 

under 8 tmetre-long log splitte
r 

m
ax

 1
07

0 
m

m

230 V~ / 50 Hz 400 V~ / 50 Hz

3150 W 3500 W

Article number: 16020280
Barcode: 44014915037583

OPTIONAL ACCESSORIES

HYDRAULIC OIL
1 litre

HYDRAULIC OIL
5 litre

Article number: 16020281
Barcode: 4014915037590


