
CORDLESS WORK LIGHT
• High-performance cordless work light, providing bright and even  

illumination of the work environment
• Practical 2-in-1 function – flood light and front light
• Cordless work with the Scheppach IXES 20 Volt series – all batteries 

and chargers belonging to this system series can be combined with the 
cordless work light

• Up to 300 lumen luminous flux
• Lamp head can be rotated 270° and adjusted 180° in 6 steps – for perfect 

lighting
• Up to 16 hours of lighting
• Integrated hanging hook so the light can be hung up easily – ideal for mobile 

use in the workshop, when camping or working on cars
• Ergonomic and compact design with soft-grip handle ensures comfortable 

operation
• Battery and charger available separately

C-WL20-XC-WL20-X

PRODUCT DATA
Dimensions L x W x H 269 x 108 x 110 mm
LED output 5 W
Luminous flux max. 300 lumen
Colour temperature approx. 6200 K
Lighting duration 2.0 Ah / 4.0 Ah 8 h / 16 h
Battery voltage 20 V 

LOGISTICAL DATA
Weight net / gross 0.39 / 0.53 kg
Packaging dimensions 110 x 75 x 185 mm
Article number 5909244900
Barcode 4046664217855
20 Container 11,512 pcs
40 Container 24,472 pcs
40 HQ Container 26,928 pcs

Integrated 
hanging hook

Schnelles, werkzeugloses Umschalten 
zwischen Bohr- und Schraubfunktion.

PRODUCT DETAILS
270° 0° ‒ 180°

 

Lighting duration  
up to 16 h (4.0 Ah)

  

20 V 

6200 K Luminous flux 
max. 300 lm 

 

300 
lm

Battery and charger 
available separately

C-WL20-XC-WL20-X

Ergonomic and compact design 
with soft-grip handle ensures 
comfortable operation

22ININ11
 Flood light
 Front light

300 lumens ensure bright and even lighting of the work environment.

Practical belt clip – ideal when working on a ladder. 

Vehicle HouseTools

EXAMPLES OF USE 
SUITABLE FOR

180°

270°

Lamp head can be 
rotated 270° 

Integrated hanging hook so the light can be 
hung up easily – ideal for mobile use in the 
workshop, when camping or working on cars.

Up to approximately 
16 hours of light

Lamp head can be 
adjusted 180° in 6 
steps 
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BATTERY BATTERY


