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PRODUCT DETAILS
Log diameter Log size

Powerful splitting Engine power

Adjustable splitting system Compact design
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HL730HL730ELECTRIC HL730HL730 ELECTRIC

EXAMPLES OF USE

Hardwood Softwood

max. 7 t 2100 / 3000 W
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300 mm

2  power settings

230 V~ / 50 Hz 400 V~ / 50 Hz

3000 W 2100 W

Tray

Motor

Wheels

Split wood catcher

Adjustable splitting 
stroke

The HL730 effortlessly splits wood 
with a diameter of 300 mm.

The 2-hand safety operation and the on/off 
switch allow safe and effective working.

Powerful splitting

max. 7 t

Fixing bracket

7 T LOG SPLITTER
•	 Powerful 7 tons splitting power
•	 Suitable for soft- and hardwood
•	 Stroke 495 mm
•	 Wheels for easy transportation
•	 Two handed operation for enhanced safety
•	 Torsion-resistant powder-coated steel construction 
•	 Split wood catcher on both sides
•	 Split wood tray on both sides
•	 Splitting height can be adjusted

Article number: 16020280
Barcode: 44014915037583

OPTIONAL ACCESSORIES

HYDRAULIC OIL
1 litre

HYDRAULIC OIL
5 litre

Article number: 16020281
Barcode: 4014915037590

SPECIFICATIONS
230 V~ 400 V~

Splitting power max. 7 t
Splitting length min.  – max. 100 – 550 mm
Wood Ø min. – max. 100 – 300 mm
Stroke 495 mm
Motor 230 V~ / 50 Hz 400 V~ / 50 Hz
Engine power 3000 W 2100 W

LOGISTICAL DATA
230 V~ 400 V~

Weight net / gross 98.2 / 103.5 kg 97.5 / 102.5 kg

Packaging dimensions 550 x 345 x 1035 mm
550 x 345 x 1150 mm (with palette)

Article number 5905309901 (230 V~) 5905309902 (400 V)
Barcode 4046664071471 4046664071501
20 Container 124 pcs
40 Container 256 pcs
40 HQ Container 256 pcs


