
�•	� Modern Linear Basic luminaire featuring a clean and minimal design
•	� Choose from three standard lengths: 0.6m, 1.2m, and 1.5m
•	� Versions with integrated CCT-switch for color selection (3000K-4000K) available
•	� Driver with integrated Power Switch 
•	� Motion detection (MD) versions available for automatic on-off switching
•	� DC compatibility makes it suitable for use with central emergency lighting 

systems

•	 BOOKMARK:Linear Basic
Linear Basic

NEW

FLICKER-FREE

Specifications

Item Code Item Description
Equivalent
to (W) Power (W) Lumen (lm)

CCT
(K)

Net Weight 
(kg/pc) 

On-Off/CCT-Switch

552000000000 LEDLinear-B L06-12/20W-830/840 TL 2x18W 12 - 20 1440 - 2400 3K/4K 1

552000000100 LEDLinear-B L12-22/40W-830/840 TL 2x36W 22 - 40 2640 - 4800 3K/4K 1.87

552000000200 LEDLinear-B L15-40/60W-830/840 TL 2x58W 40 - 60 4800 - 7200 3K/4K 2.26

On-Off/CCT-Switch/Motion Detection

552000000300 LEDLinear-B L06-12/20W-830/840-MD TL 2x18W 12 - 20 1440 - 2400 3K/4K 1.1

552000000400 LEDLinear-B L12-22/40W-830/840-MD TL 2x36W 22 - 40 2640 - 4800 3K/4K 1.9

552000000500 LEDLinear-B L15-40/60W-830/840-MD TL 2x58W 40 - 60 4800 - 7200 3K/4K 2.3

Technical Specifications
Lifetime (L70) 70,000 h
Lifetime (L80) 50,000 h
On-/Off-cycles 100,000
Dimmability On-Off / Sensor 

controlled (MD)
Beam angle 120°
Finishing White RAL9003
RAL-Number 	9003
Colour rendering index (CRI) > 80
Impact strength (IK) IK06
Protection class I
Risk group (EN 62471) RG1
With control gear Yes
Power factor > 0.9

Electrical Supply
Frequency 50 - 60 Hz
Nominal voltage 220 - 240 V
DC input voltage See catalogue 

appendix 
Connection 
Specifications

Mechanical Properties
Housing material Plastic
Optical material Polycarbonate

Ambient Conditions
Operating temperature -20 ~ 40°C
Operating temperature (MD) -20 ~ 40°C
Application temperature 25°C
Storage environment -30 ~ 50°C



Dimensional Drawing (mm)

Type A B C
L06 610 160 62,3
L12 1200 160 62,3
L15 1500 160 62,3
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Installation - Wall mounted
Suggested installation height 1-3m

Installation - Ceiling mounted
Suggested installation height 2.5-6m
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