OPPLE

LIGHTING

* Lichtslijnsysteem met modulaire vrijheid: Vrij te plaatsen LED-modules en een
uitgebreid assortiment aan lay-outaccessoires

* Hoge prestaties: Krachtige output tot wel 24.690 Im met geoptimaliseerde
lichtverdelingen

* Snelle installatie: Veelzijdige draagprofielen van 1,5m tot 4,5m, passend voor elke
projectgrootte

* Industriéle kwaliteit: Duurzame IP54-geclassificeerde opties voor veeleisende
omgevingen

* Toekomstbestendige efficiéntie: Ultrahoge efficiéntie tot 208 Im/W, met slimme
besparingen via DALI-2 dimmen en geintegreerde sensoren

Specificaties
Vermogen Efficiéntie Nettogewicht
Artikelcode Artikelomschrijving Equivalent (W) W) Lumen (Im) (Im/W) Bundelhoek  (kg/st)
Aan-Uit
552000029900  Trunk-P2 Mod L15-23/35W-840-W-WH-IP54 TL 2x58W 35 4485 - 6825 195 120° 2
552000030000 Trunk-P2 Mod L15-23/35W-840-M-WH-IP54 TL 2x58W 35 4485 - 6825 195 90° 2
552000030100  Trunk-P2 Mod L15-23/35W-840-N-WH-IP54 TL 2x58W 35 4485 - 6825 195 60° 2
552000030200  Trunk-P2 Mod L15-23/35W-840-BW-WH-IP54 TL 2x58W 35 4485 - 6825 195 2x30° 2
552000030300  Trunk-P2 Mod L15-23/35W-840-AS-WH-IP54 TL 2x58W 35 4485 - 6825 195 18° 2
552000032300  Trunk-P2 Mod L15-35/48W-840-W-WH-IP54 TL 2x80W 48 6825 - 9360 195 120° 2
552000032400  Trunk-P2 Mod L15-35/48W-840-M-WH-IP54 TL 2x80W 48 6825 - 9360 195 90° 2
552000032500  Trunk-P2 Mod L15-35/48W-840-N-WH-IP54 TL 2x80W 48 6825 - 9360 195 60° 2
552000032600  Trunk-P2 Mod L15-35/48W-840-BW-WH-IP54 TL 2x80W 48 6825 - 9360 195 2x30° 2
552000032700  Trunk-P2 Mod L15-35/48W-840-AS-WH-IP54 TL 2x80W 48 6825 - 9360 195 18° 2
552000034300  Trunk-P2 Mod L15-48/63W-840-W-WH-IP54 2x TLM 140W RS 63 9360 - 12285 195 120° 2
552000034400 Trunk-P2 Mod L15-48/63W-840-M-WH-IP54 2x TLM 140W RS 63 9360 - 12285 195 90° 2
552000034500  Trunk-P2 Mod L15-48/63W-840-N-WH-IP54 2x TLM 140W RS 63 9360 - 12285 195 60° 2
552000034600 Trunk-P2 Mod L15-48/63W-840-BW-WH-IP54 2x TLM 140W RS 63 9360 - 12285 195 2x30° 2
552000034700  Trunk-P2 Mod L15-48/63W-840-AS-WH-IP54 2x TLM 140W RS 63 9360 - 12285 195 18° 2
552000042100  Trunk-P2 Mod L22-63/83W-840-W-WH-IP54 83 12600 -16600 200 120° 27
552000042200 Trunk-P2 Mod L22-63/83W-840-M-WH-IP54 83 12600 -16600 200 90° 27
552000042300 Trunk-P2 Mod L22-63/83W-840-N-WH-IP54 83 12600 -16600 200 60° 27
552000042400 Trunk-P2 Mod L22-63/83W-840-BW-WH-IP54 83 12600 -16600 200 2x30° 27
552000042500  Trunk-P2 Mod L22-63/83W-840-AS-WH-IP54 83 12600 -16600 200 18° 27
552000036300  Trunk-P2 Mod L22-100/120W-840-W-WH-IP54 120 20000 - 24000 200 120° 2.85
552000036400 Trunk-P2 Mod L22-100/120W-840-M-WH-IP54 120 20000 - 24000 200 90° 2.85
552000036500  Trunk-P2 Mod L22-100/120W-840-N-WH-IP54 120 20000 - 24000 200 60° 2.85
552000036600  Trunk-P2 Mod L22-100/120W-840-BW-WH-IP54 120 20000 - 24000 200 2x30° 2.85




Artikelcode
552000036700
DALI2
552000031100
552000031200
552000031300
552000031400
552000031500
552000032100
552000033300
552000033400
552000033500
552000033600
552000033700
552000035300
552000035400
552000035500
552000035600
552000035700
552000042900
552000043000
552000043100
552000043200
552000043300
552000037500
552000037600
552000037700
552000037800
552000037900
Montage rails
552001000000
552001000100
552001000200
552001000300
552001000400
552001000500
552001001200
552001001300
552001001400
552001001500
552001001600
552001001700
552000016800
552001006300
552000016600

Artikelomschrijving
Trunk-P2 Mod L22-100/120W-840-AS-WH-IP54

Trunk-P2 Mod L15-35W-840-DALI-W-WH-IP54
Trunk-P2 Mod L15-35W-840-DALI-M-WH-IP54
Trunk-P2 Mod L15-35W-840-DALI-N-WH-IP54
Trunk-P2 Mod L15-35W-840-DALI-BW-WH-1P54
Trunk-P2 Mod L15-35W-840-DALI-AS-WH-IP54
Trunk-P2 Mod L15-35W-840-DALI-DF-WH-IP54
Trunk-P2 Mod L15-48W-840-DALI-W-WH-IP54
Trunk-P2 Mod L15-48W-840-DALI-M-WH-IP54
Trunk-P2 Mod L15-48W-840-DALI-N-WH-IP54
Trunk-P2 Mod L15-48W-840-DALI-BW-WH-IP54
Trunk-P2 Mod L15-48W-840-DALI-AS-WH-IP54
Trunk-P2 Mod L15-63W-840-DALI-W-WH-IP54
Trunk-P2 Mod L15-63W-840-DALI-M-WH-IP54
Trunk-P2 Mod L15-63W-840-DALI-N-WH-IP54
Trunk-P2 Mod L15-63W-840-DALI-BW-WH-IP54
Trunk-P2 Mod L15-63W-840-DALI-AS-WH-IP54
Trunk-P2 Mod L22-83W-840-DALI-W-WH-IP54
Trunk-P2 Mod L22-83W-840-DALI-M-WH-IP54
Trunk-P2 Mod L22-83W-840-DALI-N-WH-IP54
Trunk-P2 Mod L22-83W-840-DALI-BW-WH-IP54
Trunk-P2 Mod L22-83W-840-DALI-AS-WH-IP54
Trunk-P2 Mod L22-120W-840-DALI-W-WH-IP54
Trunk-P2 Mod L22-120W-840-DALI-M-WH-IP54
Trunk-P2 Mod L22-120W-840-DALI-N-WH-IP54
Trunk-P2 Mod L22-120W-840-DALI-BW-IP54
Trunk-P2 Mod L22-120W-840-DALI-AS-IP54

Trunk-P2 Trunk 7-Wire L15-WH
Trunk-P2 Trunk 7-Wire L30-WH
Trunk-P2 Trunk 7-Wire L45-WH
Trunk-P2 Trunk 13-Wire L15-WH
Trunk-P2 Trunk 13-Wire L30-WH
Trunk-P2 Trunk 13-Wire L45-WH
Trunk-P2 Trunk-Ending 7-Wire L15-WH
Trunk-P2 Trunk-Ending 7-Wire L30-WH
Trunk-P2 Trunk-Ending 7-Wire L45-WH
Trunk-P2 Trunk-Ending 13-Wire L15-WH
Trunk-P2 Trunk-Ending 13-Wire L30-WH
Trunk-P2 Trunk-Ending 13-Wire L45-WH
Trunk-P2 Trunk-Feed in 7-Wire L15-WH
Trunk-P2 Trunk-Feed in 7-Wire L30-WH
Trunk-P2 Trunk-Feed in 13-Wire L15-WH

Equivalent (W)

TL 2x58W
TL 2x58W
TL 2x58W
TL 2x58W
TL 2x58W
TL 2x58W
TL 2x80W
TL 2x80W
TL 2x80W
TL 2x80W
TL 2x80W
2x TLM 140W RS
2x TLM 140W RS
2x TLM 140W RS
2x TLM 140W RS
2x TLM 140W RS

Vermogen
W)

120

35
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35
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35
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63
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83
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120
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120
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Lumen (Im)

20000 - 24000

6825
6825
6825
6825
6825
5950
9360
9360
9360
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9360
12285
12285
12285
12285
12285
16600
16600
16600
16600
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24000
24000
24000
24000
24000

Efficiéntie
(Im/W)
200
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2.84
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3.34
6.54
9.81
2.63
519
777
312
6.08
9.12
2.84
5.53
3.24
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Accessoires
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552001005200Trunk-P2
Cable-Duct-Clamp 2pcs

552001005400 Trunk-P2
End-Cap WH

2pcs

=

Png™ : .
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552001003200 .
Trunk-P2 T-Coupler-Left “
WH 13
552001002800 552001003400

Trunk-P2 L-Coupler WH 13 Trunk-P2 T-Coupler-Right

WH 13

552001005600Trunk-P2
Surface-Mounting-Clip

552001003600Trunk-P2
X-Coupler WH 13

552001005800

Clip 2pcs

= =

230V-Schuko-Socket
LO37-WH

Trunk-P2 Chain-Mounting-

552001008500Trunk-P2

552001012900
Trunk-P2 Trunk-IP54-Ac-
cessory-Kit-WH

552001003800Trunk-P2
Blind-Cover LO37-WH

552001003900Trunk-P2
Blind-Cover LO75-WH

552001004000Trunk-P2
Blind-Cover L15-WH

552001004100Trunk-P2
Blind-Cover L22-WH

552001006900Trunk-P2
PIR-Sensor Relay-L-A-
L037-WH

552001007000Trunk-P2
PIR-Sensor DALI-I-L-A-

% X
&;é\ L037-WH
¥ // e 552001007100Trunk-P2 552001010900Trunk-P2 552001007700Trunk-P2
& PIR-Sensor DALI-B-L-A- Feed-in Module 7-Wire- PIR-Sensor Relay-L-R-
LO37-WH LO3-WH LO37-WH
552001005700 552001007900Trunk-P2 ~ 552001006700Trunk-P2 552001011100 Trunk-P2 552001007800Trunk-P2
Trunk-P2 Cord+Clip L30 PIR-Sensor DALI-B-L-R- EM-Module LO75-6W-N-  Feed-in Module 13-Wire- PIR-Sensor DALI-I-L-R-
2pcs LO37-WH EM3-WH LO3-WH LO37-WH
Technische specificaties Elektrische voeding
Levensduur (L70) 100,000 h Frequentie 50 - 60 Hz
Levensduur (L80) 100,000 h Nom. Spanning 220-240V
Levensduur (L90) 50,000 h DC ingangsspanning Zie catalogusbijlage
Aan-/Uit-cycli 100,000 Aansluitwaarden
Dimbaarheid On-Off / DALI2 TT—— 0
echanische eigenschappen
RAL-Nummer 009003 ottt LS B -
ateriaal behuizin aa
Kleurweergave index (CRI) >80 Materiaal optiek & Kunststof (PC)
ateriaal optie nststo
Beschermingsgraad (IP) IP54 / 1P20 riaal ot &
Beschermingsklasse | o X tandighed
mgevingsomstandigheden
Risicogroep (EN 62471) RGO EE B
; Bedrijfstemperatuur -20 ~50°C
Voorschakelappararaat inbegre- Ja -
pen Gebruikstemperatuur 25°C
Vermogensfactor >09 Opslagtemperatuur -30 ~70°C

552001013000
Trunk-P2 Mod-IP54-Ac-
cessory-Kit

552001004900
Trunk-P2 Cable-Duct-Side
Plate-L15-WH 2pcs

552001005000
Trunk-P2 Cable-Duct-Side
Plate-L30-WH 2pcs

552000037300Trunk-P2
Blind-Module 13 LO37-WH
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Maatschets (mm)

A A
B - B
o v~ C

) Ic o)

Type A B C

MOD L15 DF 1437 67 47 Type A B cC D

MOD LIS 1437 7 25 115 1558 1437 68 46

MOD L22 2155 67 25

L30 2995 2874 68 46
L45 4432 4311 68 46

Product Highlights




