





LED Highbay Performer G6 OPPLE

IP68 Connection (DALI)

User's Connect Cable Picture Code Specification
\\ M Rubber Ring (thick)
& N\ - for Three-core Cable
S \ J
L: Brown ; ‘\y N Rubber Ring (thin)
(%: I?(lclajlellow&ereen V(e for Five-core Cable
DALI +: White WM

Luminaire Cable DALI - Black (Included in the packaging)

User's Connect Cable: Five-core Cable
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N min.®10.5mm max.®12mm
Cable: 5x1.0~1.5mm?

BLE2 Parameter

Bluetooth Operating frequency: 2400-2483.5 MHz
Bluetooth Max. Transmission Power<10 dBm

The product support various applications such as factory, mall, warehouse etc. Not for rough service.
Caution : Any operation is forbidden while power is on.

To reduce the risk of strangulation the flexible wiring connected to this luminaire shall be
effectively fixed to the wall if the wiring is within arm's reach.

The external flexible cable or cord of this luminaire cannot be replaced; if the cord
is damaged, the luminaire shall be destroyed.

For use in environments where normal non-conductive/conductive dust accumulation may
be expected, not for use in environments with expected high/unusual dust accumulation.
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For non-user replaceable light sources.
The light source contained in this luminaire shall only be replaced by the manufacturer
or his service agent or a similar qualified person.
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OPPLE Lighting B.V.
Opple Lighting Co.,Ltd. Meerenakkerweg 1-07
Room 411, Building 1 No. 6111, 5652 AR Eindhoven
Longdong Avenue, Pudong New  The Netherlands
District, Shanghai City 201201, service@opple.com
Data subject to change / Les données sont sujettes & modifications / Anderungen vorbehalten P. R. China www.opple.com
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