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For type Y attachments:
if the external flexible cable or cord of this luminaire is damaged, it shall be exclusively
replaced by the manufacturer or his service agent or a similar qualified person in order to
avoid a hazard.

Caution: Any operation on LED module is forbidden while powered on.

The luminaire is only suitable for safety extra low voltage supply (<50Va.c.; <120Vd.c.).
The controlgear for the luminaire should be SELV.
Basic insulation must be provided between FELV and SELV, as well as between FELV and 
LV supplies for 1–10 V and DALI systems.

Luminaires not suitable for covering with thermally insulating material.

Do not modify the luminaire by unqualified person. Installation and maintenance must be carried 
out by a qualified electrician

For non-user replaceable light sources:
The light source contained in this luminaire shall only be replaced by the manufacturer or
his service agent or a similar qualified person.

Push dimming operation(for Dali versions only)

Note: 

Caution

1.The factory default brightness is at 100%.
2.Up to 30 drivers can perform the PUSH dimming at the same time when utilizing one 
   common push button.
3.The maximum length of the cable from the push button to the last driver is 200 meters.

Action Action duration Function
Short push <0.5s Turn on/off

Short push twice <0.5s
LED on: Save current  brightness  level
LED off: Delete saved level and turn on at 100% brightness

Short push five times <3s Quit Corridor  mode
Long push 0.5-14s Dimming  up or down
Long push 15s-2mins Sync  all LEDs  to be 100% brightness

Long push >2mins
Enter Corridor  mode - LED keep 100% brightness  for 2mins.
Then brightness  will turn to be 10% within 32s if no action 
during 2mins  100% brightness.
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