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NEW Optimax Plus Storage Heater
• Complies with Lot 20 of ErP Directive

• Programmable room temperatures with seven-day timer

• Efficient heating system with low running costs delivered  
by maximising the use of off-peak tariffs

• Dynamically stores the right amount of energy to heat a room

• Controllable electronic heat output to match user lifestyle

• Fan assisted to quickly, quietly and more effectively distribute heat

• Supplied with 40mm feet for weight distribution when secured to wall.  
Two feet positions available

• Slimline design that covers traditional storage heater fixing marks

Comfort Heating
Vent-Axia Storage Heaters offer dynamic storage calculation, adjusting 
the amount of energy that is stored to meet the user’s requirements without 
wastage. As a result, a greater amount of electricity can be saved with off-
peak energy.

Users now have greater control over their heating with the built-in timer, 
allowing heating times and temperatures to be defined. Heat leakage, 
a common trait of conventional storage heaters, has also been greatly 
reduced allowing the room to be at a comfortable temperature in the 
morning and still have enough stored energy to heat on a night.

Vent-Axia Storage Heaters are often an economic alternative for new build 
or in existing properties as an upgrade or compliment replacement for older 
storage heaters, particularly where no other fuel source is available.

Vent-Axia Storage Heaters are simple to install, economical to run and 
virtually maintenance free. Ideal for use in living rooms, hallways and 
landings and can be installed in bathrooms outside Zone 2, provided that 
the installation complies with IEE regulations. 

Vent-Axia Storage Heaters offer comfortable warmth around the clock 
taking advantage of  low-tariff electricity.

Ease of Installation 
Simple to install wall fixings and quick assembly mean that new installations 
or replacement of existing units are completed with minimum disruption. The 
cable entry is located at the back of the unit on the bottom right hand side.

Vent-Axia storage heaters are slim, compact and aesthetically pleasing. 
Their attractive neutral finish blends in with furnishings. 

The controls are conveniently positioned on top of the storage heater for 
ease of use. Once the optimum settings are selected, no further adjustment 
is necessary. 

Models
Model Stock Ref £Trade
VASH050E  477910 482.02
VASH070E  477911 518.64
VASH100E  477912 580.82
VASH125E  477913 647.87
VASH150E  477914 701.32
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Stock Output Weight Dimensions (mm)

Model Ref  kW  kg H W D

VASH050E 477910 0.5 63 749 581 185

VASH070E 477911 0.7 85 749 703 182

VASH100E 477912 1 109 749 825 182

VASH125E 477913 1.25 133 749 947 182

VASH150E 477914 1.5 155 749 1069 182

230-240V-50Hz.


